
The ®CWS-GeBi module, in addition to specific communication 
drivers, provides a series of  powerful specific functions for 
total real-time interaction of  the weighing systems (scales) 
with the recipes and the generation of  dynamic data which can 
then be used either for production itself  with the additional 
®CWS-PRD Production module or for the management and/or 
generation of  labels via the additional ®CWS-GeTi Label 
Management module.

®CWES-Act Action + ®CWS-BTC Batch + ®CWS-PRD 
Production    

As already mentioned, the module is not closed, forcing 
adaptation, but is a modular starting point that is already very 
structured, on which it is possible to carry out the necessary 
customizations, even very advanced ones, to adapt it to the 
specific needs of  the case. But above all, the true potential of  
the product is the perfect and very strong integration with all 
the other modules and functions of  the ®CWS platform, 
allowing for highly integrated and convergent management in a 
single monitoring and management system of  everything that 
is typically managed, not without difficulty, with different, 
closed programs that are not designed to communicate with 
each other.

To use the ®CWS-GeBi Gestione Bilance module, you must 
have the ®CWS-BMN Base monitoring basic license installed 
and operational, and the following optional packages active:        

 

Originally developed for the food industry, it is now used in all 
sectors requiring the weighing of  products and semi-finished 
products for their production processes. It already offers 
numerous communication drivers for communicating with the 
most common scales, but with the option of  introducing new 
drivers for special or custom products.

®CWS-GeBi Scale Management is the basic, fully configurable 
and highly customizable module for the direct management of  
industrial scales installed on production lines.
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CEAM Control equipment

 The product with all the available documentation and related products can be used and downloaded online 
via the sensorstore.it website on the specific product page, also accessible directly with a Tablet or 
S m a r t p h o n e  u s i n g  t h e  Q r C e a m  s y s t e m  b y  s i m p l y  f r a m i n g  t h e  c o d e  o n  t h e  s i d e :  

Come Ordinare: 

Goals:
Single multi-protocol system for all scales

Configurable & customizable module

Interaction with Label Management

Transparent with the Production module

Management, Planning, Interaction, Reporting

Interconnection with third-party software (ERP)

Transparent management via WEB in a secure area

Full interaction with the entire ®CWS platform

Possibility of  using CWS Android / IOS APPs

Simple and intuitive management

®CWS Single and convergent system

Autonomous and independent management
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CEAM Control equipment

Il Sensore C313-B  Wireless (Bus Lora-C) con tutta la documentazione 
disponibile, gli accessori e i prodotti correlati, sono fruibili e scaricabili 
online tramite il sito sensorstore.it alla pagina specifica del prodotto, 
accessibile anche direttamente con Tablet o Smartphone mediante il 
sistema QrCeam semplicemente inquadrano il codice al lato:    

Come Ordinare: 

Dimensioni: 

Legenda 
A = 100 mm
B = 74 mm
C = 10 mm
D = 25 mm


